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UDP AND TCP Ports used v3
IBS SERVER TO UPGRADE
posrequests.stocklinkonline.com  
Currently 31.193.4.75
Port 80

Stocklink Online servers
Server 6 – 31.193.4.75

Server 7 – 31.193.4.98
Server 8 – 31.193.4.88
Server 9 – 31.193.4.102
Server10 – 31.193.4.89

Server11 – 31.193.4.104

Server12 – 31.193.4.90

Server13 – 31.193.4.99

Server14 – 31.193.4.87
For PosLink to talk to Stocklink Online
Global Flags – Stocknet – Loyalty Web Service URL

Global Flags – Stocknet – File Import URL

Global Flags – Stocknet – Sales Posting URL

Standard HTTP is Port 80 and HTTPs is Port 443 by default

For PosLink to PosLink communications

TCP Port 16000

UDP Port 11000

For PosLink to PosLink KV

TCP Port 17000

For PosLink to timeservers – Global Flags – Flags 1 – Update Time From Timeserver @ EOD

UDP Port 123

Timeservers used are configured in interfaces - > TimeServer
Verifone Ocius / Sentinel
Poslink to Verifone device

TCP Ports Poslink to Ocius Sentinel 25000 and 25001
Verifone Device to Verifone processing servers

Live 
	91.207.36.31
	29006, 29005, 29002

	91.207.36.32
	29002, 29006

	91.207.36.33
	29006

	91.207.36.35
	29002, 29005, 29006

	91.207.36.37
	29006, 29005, 29002


Test
109.73.122.14


           





            29002

109.73.122.10








29002, 29006

PosLink to Verifone ILink or BillManager

TCP Port 29000

PosLink to TCPIP Printers
TCP Port 9100

PosLink to StockLink UDP Sales Broadcast – used in realtime sheet

UDP Port 9333
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